










D1 assumes a standard ISO tolerance for shaft (ISO286-2)

Seal Size * D1 D2 D3 L1 L2 L3

0400
0450
0500
0560
0600
0630
0670
0700
0750
0800
0850
0900
0950
1000
1050
1100
1150
1200
1250
1300
1350
1400
1450
1500
1600
1700
1800
1900
2000

40.0
45.0
50.0
56.0
60.0
63.0
67.0
70.0
75.0
80.0
85.0
90.0
95.0

100.0
105.0
110.0
115.0
120.0
125.0
130.0
135.0
140.0
145.0
150.0
160.0
170.0
180.0
190.0
200.0

69.0
73.5
81.5
86.5
93.5
95.5

100.0
105.0
109.5
114.5
121.5
125.5
131.5
138.5
142.5
150.5
157.0
160.5
171.0
174.5
178.5
184.5
191.0
204.5
214.5
224.5
238.5
245.5
259.5

71.0
75.5
83.5
88.5
95.5
97.5

102.0
107.0
111.5
116.5
123.5
127.5
133.5
140.5
144.5
152.5
159.0
162.5
173.0
176.5
180.5
186.5
193.0
206.5
216.5
226.5
240.5
247.5
261.5

32.3
32.3
40.3
40.3
40.3
40.3
40.3
48.2
48.2
48.2
48.2
48.2
48.2
48.5
48.5
48.5
48.5
48.5
48.5
48.5
48.5
48.5
48.5
48.5
48.5
48.5
48.5
48.5
48.5

45.0
45.0
45.0
45.0
45.0
45.0
45.0
45.0
45.0
45.0
45.0
45.0
45.0
46.3
46.3
46.3
46.3
50.2
50.2
50.2
50.2
50.2
50.2
50.2
50.2
50.2
50.2
50.2
50.2

63.1
63.1
63.1
63.1
63.1
63.1
63.1
63.1
63.1
63.1
63.1
63.1
63.1
64.4
64.4
64.4
64.4
68.3
68.3
68.3
68.3
71.3
71.3
71.3
71.3
71.3
71.3
71.3
71.3

* All dimensions are in mm

All specifications are based on extensive tests and our many years of experience. The 
diversity of possible applications means, however, can only served as guide values. We must 
be notified of the exact conditions of application before we can provide any guarantee for a 
specific case. Subject prior to change.

NOTES:

The pressure weightages only confirm to seals with carbon primary rings. Hard face vs hard 
face combination seals are not applicable.
The listed temperatures are referred to single seal’s product temperatures. For dual 
seals,the listed temperature are referred to the product fluids & buffer/barrier fluid’s average 
temperature.

1.

2.

Fluid Type

Fluid Lubricity

Motor Speed

Fluid Temperature Range

Aqueous Solution

Hydrocarbons

0.90
0.50

0.90
4000/new speed

60
81

141
Above 271

Above 181

80
140
270

0.90
0.80
0.70
0.55

Fluid Temperature Range 60
81

131

80
130
180

0.90
0.80
0.70
0.65

Criteria

Min ( C)0 Max ( C)0
Weightage

Up to 4000 rpm
Above 4000 rpm

Motor Speed 0.90
4000/new speed

Up to 4000 rpm
Above 4000 rpm

For further information, please consult our Tecnical Support Engineer.

Kerosene, Gasoline or 
Specific Gravity < 0.75
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