










D1 assumes a standard ISO tolerance for shaft (ISO286-2)* All dimensions are in mm

Seal Size * D1 D2 D3 L1 L2 L3

0190
0206
0222
0238
0254
0270
0285
0317
0349
0381
0412
0444
0476
0508
0539
0571
0603
0635
0666
0698
0730
0762
0793
0825
0857
0889
0920
0952
0984
1016

14.27
15.87
18.00
19.05
20.00
22.60
22.60
25.70
28.90
32.10
35.30
38.50
41.60
44.80
48.00
51.20
54.30
57.50
60.70
63.80
67.00
70.20
73.40
76.60
79.70
82.90
86.10
89.30
92.40
95.60

37.01
37.01
37.01
37.01
37.01
42.85
42.85
46.02
49.20
52.37
55.55
58.72
61.90
65.07
68.25
71.42
74.60
80.95
84.12
87.30
92.08
95.25
98.43

101.60
104.78
107.95
111.13
114.30
117.48
120.65

47.00
47.00
47.00
47.00
47.00
53.90
53.90
57.15
60.32
60.32
63.50
69.85
73.02
76.20
79.37
79.37
85.72
92.07
92.07
95.25

101.60
104.78
107.95
111.12
114.30
117.47
120.65
123.82
127.00
130.17

25.00
25.00
25.00
25.00
25.00
25.00
32.30
32.30
40.30
40.30
40.30
40.30
48.20
48.20
48.20
48.20
48.20
48.20
48.50
48.50
48.50
48.50
48.50
48.50
48.50
48.50
48.50
48.50
48.50
48.50

40.00
40.00
40.00
40.00
40.00
40.00
45.00
45.00
45.00
45.00
45.00
45.00
45.00
45.00
45.00
45.00
45.00
45.00
46.30
46.30
46.30
46.30
50.20
50.20
50.20
50.20
50.20
50.20
50.20
50.20

55.00
55.00
55.00
55.00
55.00
55.00
63.00
63.00
63.00
63.00
63.00
63.00
63.00
63.00
63.00
63.00
63.00
63.00
64.50
64.50
64.50
64.50
68.20
68.20
68.20
68.20
71.20
71.20
71.20
71.20

All specifications are based on extensive tests and our many years of experience. The diversity of possible 
applications means, however, can only served as guide values. We must be notified of the exact 
conditions of application before we can provide any guarantee for a specific case. Subject prior to change.

NOTES:
The pressure weightages only confirm to seals with carbon primary rings. Hard face vs hard face 
combination seals are not applicable.
The listed temperatures are referred to single seal’s product temperatures. For dual seals,the listed 
temperature are referred to the product fluids & buffer/barrier fluid’s average temperature.
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DIMENSIONAL DATA

P848 SERIES

R.S.T SERIES  |  P848 30

For further information, please consult our Tecnical Support Engineer.

Fluid Type Temperature Range Weightage

Lubricating Fluid
Light Hydrocarbon

Aqueous Solution

60
81

101
121
161
181
201

40

80
100
120
160
180
200
220

100

1.00
0.96
0.90
0.84
0.80
0.65
0.62

0.75


